
H262-15007-0 

TRANSMITTER TYPE GAS DETECTOR 

Features 
 

 Explosion class Exd IIC T6 Gb  

       (CML 15ATEX1034 / IECEx (Pending)) 

 SIL2  IEC61508:2010 Parts 1-7  

 4-20mA DC output with HART 

 IP65 ingress class 

 Small, rugged, dust and weather proof construction 

 One man maintenance by magnetic control key 

 Self diagnosis by microprocessor 

Model SD-1RI (TYPE HS) 



H262-15007-0 

Model SD-1RI（TYPE HS) 

Detection principle Non Dispersive Infrared Ray  (NDIR) 

Gas to be detected Combustible gas  

Concentration display Seven-segment LED (four-digit) 

Detection range 0-100 %LEL (0.5%LEL/digit) 

Detection method Diffusion type 

Alarm set-point 25 %LEL  

External output 
4-20mADC with HART 
(load resistance ：300 Ω Max) 

Initial clear time Approx. 25 seconds 

Alarm delay time (under 
the same conditions) 

Approx. 30 seconds when exposed to gas 
concentration of 1.6 times alarm level 

Gas alarm display ALM lamp on (red) 

Gas alarm pattern Non latching (auto-reset) 

Fault alarm/self diagnosis 
System abnormalities/sensor 
abnormalities 

Fault alarm display FAULT lamp on (yellow)/detail display 

Fault alarm pattern Non latching (auto-reset) 

Transmission cable 
CVVS 1.25 mm2 - 3-core or  - 4-core 
CVVS 2.0   mm2 - 3-core or  - 4-core 

Transmission 
distance 

Max 1.25 km   CVVS 1.25 mm2  
Max 2.0   km   CVVS 2.0 mm2  

Power supply 24 VDC (17 – 26.4 VDC) 

Power consumption Maximum 2 W 

Cable connecting 
port 

Flameproof cable gland 

Operating  
temperatures 

-20 - +60℃ (at a constant condition) 

Operating humidity 95% RH (Non-condensing) 

Explosion-proof 
structure 

Flame-proof enclosures 

Explosion-proof class Exd IIC T6 Gb 

Explosion-proof 
certification number 

CML 15ATEX1034 / IECEx (Pending) 

Dimensions 
/Weight 

Approx. 148 (W) x 161 (H) x 88 (D) mm 
 (projection portions excluded) 
Approx. 2.0 kg 

Standard accessories 

・Magnetic control key 

Optional accessories 

・Sun shade cover (For pole stand) 

・ Sun shade cover (For wall) 

・Calibration cap  
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S D-1RI Infrared G as  Detector

H a s be e n asse sse d pe r the  re leva n t re q uire me n ts o f :

IE C  61508 : 2010   P arts 1-7 

a nd  m e e ts re q uire m en ts pro vidin g a  le vel o f in te g rit y to :

S ys tematic  C apability: SC  3 (S IL  3 C apable)

Random C apability: Type B  E lement

SIL 2 @  HF T =0; SIL  3 @  HFT  = 1; Route 1
H

PF DAVG and  Arc hitec ture Co ns train ts 

m us t b e verified for eac h  ap plicatio n

Sa fe ty F u nct io n :

Th e  SD -1 RI is a  th re e-w ire  4 -2 0 m A sm a rt de vice wh ich de te cts 

co m bu st ib le g a s h aza rd s.  It co nta ins self-d iag n ost ics a n d is 

p rog ra m m e d to sen d  its o u tp ut  to  a  sp e cif ie d  fa ilu re  sta te  u po n  

in tern a l de te ctio n of  a  fa ilu re . 

Ap p licat io n  R est rict io n s:

Th e  u nit  m ust  b e pr op er ly d e sig n ed  into  a  Sa fe ty Inst rum e n te d 

Fu n ctio n pe r th e  Sa fe ty M a n ua l re qu irem e n ts. 

Riken K eiki C o., L td.

Itabas hi-ku, Tokyo - J apan
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SIL  V e rif ica ti on :

The  S a fety In teg rity Le vel  ( SIL ) of an  e ntir e Sa fety Instru me nted  Fun ction  ( SIF)  

mu st b e ver if ied  via a  ca lcu la ti on  o f P FD A VG co nside rin g re du nd an t 

ar chite ctu re s, p ro of te st i nter val , pr oo f te st e ffe ctiven ess, an y a u to ma ti c 

dia g no sti cs, a vera g e re pa ir t ime  a n d the  sp ec ifi c fa ilu re  r ates o f a ll pr od ucts 

incl ud ed  i n the  SIF. E a ch sub system  m ust be  ch e cked  to  a ssur e com pli an ce 

with  m inimum  ha rd war e fau lt to le ran ce  (H FT) re q uir eme n ts.

The  fo llo win g d ocu me nts a re  a ma nd ato ry pa rt o f ce rtif ica tio n:

Asse ssme nt Re po rt: RK   1 3 /1 0- 01 5 R0 01  V 1  R1  

Sa fety Man u al: No .3 20 -1 40 66 T R ev.4

R K 1310015 C 001
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SD -1RI Infrared  G as  

Detec tor

Sys tem atic  C apability: S C  3 (SIL 3  C apable)

Random  C apability: Type B  E lement

S IL 2 @  HF T=0; SIL 3 @  HF T = 1; Ro ute 1H

PFD AVG and A rch itectu re C on straints

m us t be verified fo r eac h app lic ation

IE C  61508 Failu re Rates  in F IT *

P ag e 2  o f 2

6 4 N Ma in S t
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* F IT =  1  fa ilu re / 10 9 h ou rs

S yste ma tic C ap ab ility :

Th e pr od uct ha s m et ma nu factur er  d esign  p ro cess re qu ire me nts of Sa fety 

Inte gri ty L eve l ( S IL ) 3. Th ese  a re  i nte nd ed  to  a chieve  su ffic ien t i nteg ri ty 

ag a inst syste ma tic er ror s o f de sign  b y the  m an ufa ctu re r.

A S afe ty In str ume n te d Fu nctio n (S IF) de sig ne d with  th is pr od uct mu st no t

be  use d at a  S IL le vel h igh e r th an  sta ted .

Ra nd om  C ap ab ility:

Th e SIL  l im it im po sed  b y the  A rch itec tu ra l C on strai nts mus t be  me t for  

ea ch e lem en t.
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